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1   Attach the curtain rings to the rod, then attach the curtain to 
the rings.

• Screw Gun
• Phillips Head Bit

P R E - I N STA LLAT I O N P R E P

TOOLS NEEDED1

• 1 ea Corner Curtain Rod
• 1 ea Ceiling Flange with Set Screw

SUPPLIES NEEDED2

• 1 ea J-hook
• 6 ea #10 x 1-1/4” stainless steel Tek Scews

  Pencil
• Tape Measure
• Hacksaw
• 1/8” Allen Wrench

• 2 ea #8 x 1” stainless steel Phillips pan head scews
• 2 ea #8 Zip-it nylon drywall anchors

2   Hold the rod on the wall so that the curtain is 1/2” below that
part of the shower curb where it will be hanging.

Specification:

3   Mark the position of the curtain rod and remove the curtain 
from the curtain rod.

4   Install the curtain rod, making sure the hole in the corner is 
facing down.

5   Measure the distance from the bottom of the curtain rod (near 
the wall) to the ceiling and cut the J-hook accordingly.

6   Position the J-hook in the hole in the curtain rod and mark the 
ceiling, while making sure the J-hook is plumb.

7   Install the mounting flange in the cieling with the Zip-it drywall 
anchors and the stainless steel sheet metal screws (included).

8   Slide the J-hook into the mounting flange and with the curtain 
rod level, tighten the set screw. 
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Curtain rod, 1” diam. x 20 guage brushed 
stainless steel with welded, concealed flanges
with snap-on covers.

Ceiling Flange with set screw for adjustable 
height, J-hook (1/4” x 36” aluminum rod).
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